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SERIES CONTROLLERS 
 

Tucor® RK Series Controllers provide a wide range of solutions to irrigation control for both 
the consumer and professional markets, while maintaining common features for ease in 
installation, programming, and day-to-day use.  Two versions of the series are available: the 
RK Consumer series and the RK Professional series.  The Consumer series is available in 
12 or 24 valve configurations, and the Professional series is available in 12, 24 and 48 valve 
configurations.  Among other features, each series supports flow and rain sensor inputs, a 
master valve/pump control output, an integral modem, a separate RS-232 communication 
port, PC-based software, multiple schedules, steps/schedule and start times/schedule, 
automatic call-out alarming, remote event recording, and data transfer to a PC for data 
logging.  The RK Professional is available in outdoor mounting with integral transformer.  
The RK Professional also supports global PC-based communications, such as auto-call for 
log data, and event alarming on a per valve basis.  With the ability to sense common wire 
current, all RK series controllers can operate stand alone or in series with existing 
controllers.  The RK Series can communicate via the internet and has ET watering capability. 
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RK SERIES SPECIFICATIONS 
 

 Consumer Series Professional Series 
 RK 12  RK 12 RK 24 RK 48 
 
Software RAS/RMS    X X X 
 RKS/RKM X  X X X 
 Schedules 3  3 3 3 
 Steps 60  60 60 60 
 Valves/step 3  3 3 3 
 Water budget 0-250%  0-250% 0-250% 0-250% 
 Calendar (days) 14  14 14 14 
 Start times 6  6 6 6 
 Logviewer X  X X X 
 Linked schedule X  X X X 
 Print schedules X  X X X 
 Print data X  X X X 
 Autocall   X X X 
 Global water  
    budget adjust   X X X 
 Global Auto on/off   X X X 
 Auto alarm print   (X) (X) (X) 
 High flow alarm X  X X X 
  Low flow alarm X  X X X 
 No flow alarm   X X  X 
 Failure valve alarm   X X X 
 Pump control 1  1 2 2 
General Input voltage 24VAC  24VAC 24VAC 24VAC 
 Transformer 35VA  35VA 35VA 35VA 
 Rain sensor X  X X X 
 Flow sensor X  X X  X 
Connection Modem (baud) 2400  2400 2400 2400 
 Distinct ring X  X X X 
 Remote setup X  X X X 
 Remote monitor   X X X 
 Palm connection (X)  (X) (X) (X) 
Physical Size(in) 7x7  7x7 12x16 12x16 
 Cover translucent   solid solid solid 
  removable  hinge hinge hinge 
 Terminals 14 AWG 14 AWG 14 AWG 14 AWG 
 Transformer external  internal internal internal 
 Enclosure indoor  outdoor outdoor outdoor 
 

 


