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Tucor® Flowmaster Series of irrigation controllers provide central control of 25 to 500 valves 
using reliable decoder-based two-wire technology.  Two-wire technology carries both power 
and signal to each valve eliminating the need to run individual wires.  The system is easily 
extended without the need of installing additional wires back to the controller.  Flowmaster 
series also supports two-way communications allowing it to read external sensors such as 
flow meters.  
 
Flowmaster controllers come in three versions: COM-25/50 for individual control of up to 50 
valves, TWC-NV 50 / 100 / 150 / 200 for up to 200 valves, and PROCOM 50 / 100 / 200 / 
300 / 400 / 500 for up to 500 valves.  The PROCOM series also supports a Campbell 
Scientific weather station.  Among other features, each controller supports flow and rain 
sensor inputs, a master valve/pump control outputs, telephone modems, RS-232 
communications, multiple schedules, steps/schedule and start times/schedule, automatic 
call-out alarming, remote event recording, and data transfer to a PC for data logging. 
 
Flowmaster controllers are supported with Windows-based, multi-site software.   
 

TWC-NV 

PROCOM 

COM-25 
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FLOWMASTER SERIES SPECIFICATIONS 
 
 ProCom Series 
 
Software RMS  
 PRMS      X 
                      Valves                      50/100-500 
 Schedules   30 
 Steps# (sequence)       
 Simultaneous Valves    40 
 Water budget     0-300% 
 Calendar (days)      14 
 Start times  12 
 Log viewer   X 
 Linked schedule     
 Print schedules   X 
 Print data   X 
 Auto call 
 Global water  
    budget adjust                 X 
 Global Auto on/off 
 Unscheduled flow             X 
 High flow alarm   X 
  Low flow alarm     
 No flow alarm                    X 
 Valve failure alarm 
 Pump control (main)         6 
 Pump control (booster)     9 
General Input voltage    24VAC 
 Transformer    150VA 
 Rain sensor   X 
 Flow sensor   X 
Connection Modem (baud)               9600 
 Remote setup   
 Remote monitor 
 PDA (cellular)    
Physical Size(in)  7x13x3 
 Transformer  external 
 Enclosure indoor  
 

        TWC-NV                                   COM        
 
              X                                            X 
 
   50/100/150/200                             25/50 
           10+1                                       5+1 
            100                                       60 
             10                5 
         0-250%                                   0-250% 
             14             14 
              6              6 
              X              X 
              X              X 
              X              X 
              X              X 
              X              X 
 
              X              X 
              X              X 
              X              X 
              X              X 
              X              X 
              X               X 
              X              X 
              1              1 
              9              9 
         24VAC          24VAC 
          50VA          50VA 
             X             X 
             X             X 
          9600                                     9600 
             X             X 
             X             X 
            (X)                                       (X) 
11.75x11.75x4.75                             5x7x2 
        internal                                    external 
        outdoor                                    indoor         
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